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Theatre Type: 
· Concert Hall

Audience Seating:
· 972 Seats
· Continental

Stage Dimensions:
· Stage Width at Front of Stage 59’6”
· Stage Width at Back of Stage 40’
· Stage Depth 40’ 
· Proscenium Height 25’3” 

Stage Floor:
· Level
· Blonde hardwood veneer on concrete
· No Trap Doors
· No screwing or nailing into floor allowed

Acoustical Curtains:
· There are curtains that can be opened or closed along the walls that can be used to control the acoustical properties of the concert hall
Dance Floor:
· 3’ square interlocking panels
· 100 panels

Wings:
· None
· Crossover space behind stage

Flies:
· None

Draperies:
· None

Loading Dock:
· Semi-truck height
· Dock plate available
· Lift available
· 120V, 20 amp circuit available
· Loading Dock Door 10’ Wide X 8’ Tall
· Loading Dock at Stage Height
· Located east side of Building, directly behind stage

Dressing Rooms: 
· 2 Equity Dressing Rooms Stage Left (toilet, sink, mirror, shower in each, wardrobe rack)
· Large classroom can be made available (can be divided in two with a partition)
· Additional restrooms located down hall	

Pianos:
· Baldwin (9 foot)
· Steinway (9 foot Concert Grand)

Lighting and Electrics:
Lighting Positions with Circuit Assignments:
· FOH #1  1-28
· FOH #2  29-54
· Stage Right High Sides 55-58
· Stage Left High Sides 59-62
· Stage Right White Top Light 78-80
· Center Stage White Top Light 81-86
· Stage Left White Top Light 87-89
	House Lights with Circuit Assignments:
· Front House Lights 63-64
· Rear House Lights 65-66
· Lower Aisle Lights 69
· Down House Left Ceiling Aisle Lights 70
· Down House Right Ceiling Aisle Lights 71
· Up House Left Ceiling Aisle Lights 72
· Up House Left Ceiling Aisle Lights 73
· Lower House Left Wall Sconce 74
· Lower House Right Wall Sconce 75
· Upper House Left Wall Sconce 76
· Upper House Right Wall Sconce 77
· Back Wall Ceiling Aisle Lights 90, 93
· Back Wall Sconces 91
· Entry Way 92
· Cross over Aisle 94
· Upper Step Lights 95-96
Instruments:
· 56 ETC Source Four 19 Degrees (pink and Blue front wash)
· 8 ETC Source Four 10 Degrees (Specials)
· 10 ETC Source Four Zooms (Sidelight)
· 34 White wash lights (overhead, dimmable, but cannot color or focus, white wash)
· No Followspots
ETC Express Light Board
96 Dimmers 2.4K
Dimmer Per Circuit
Stage Pin Connectors
Company Switch USL 
· 120-208V, 400Amp, 4 wire + ground, 3 phase, cam lock and loose end connections
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House Sound:
	Mixer: 
· Allen & Heath GLD 80
· 20 fader Digital mixer
· 8 inputs and 8 outputs
· Wireless iPad remote
Playback:
· Marantz CD Player PMD 320
· Panasonic DVD/CD Player DVD-RV32
Microphones
· 6 Shure SM58
· 6 Shure Beta 57
· 4 Shure KSM 100
· 4 Shure Wireless SM58
· 4 AKG Wireless
Speakers:
· 8 x JBL VRX932LAP 12” 2-way line array
· 4 x JBL PRX618S-XLF 18” subwoofer
	Direct Box:
· 3 Whirlwind Directors
Amplifiers:
· DBX Driverack loudspeaker management processor
· 2 Crown Macrotech 602 Amplifiers (monitors)
· QSC RMX 1850HD Amplifier (Monitors)
	Monitors:
· 4 Klipsh KSM 12 speakers
· 2 JBL JRX PRX412M 12” 2-way stage monitor

Communication:
· Clear-Com Four-Channel Wireless Base Station WBS-680 located in booth
· 4 Clear-Com WTR-670 UHF Beltpack transceivers		

Video Projection:
· Projection Screen Permanently Rigged to USC Wall 19’6”W x 18’ T
· HP Projector XP8020 Permanently Hung in FOH #1
· VGA Cable Ran to Booth for Computer Hookup
· Panasonic DVD/CD Player DVD-RV32
· Panasonic Projector PT-LB60U
 
Video Monitoring System:
· None

Audio Monitoring System:
· None
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